GENERAL NOTES

EXCEPT AS NOTED ON THE PLANS, PAVEMENT GRADES SHOWN ARE AT THE TOP OF PAVEMENT SURFACES.
FOR STABILIZATION, ALL TYPE III BARRICADES SHALL REQUIRE A MINIMUM OF FOUR SAND BAGS PER BARRICADE.
WHERE SECTION OR SUBSECTION MONUMENTS ARE ENCOUNTERED, THE ENGINEER SHALL BE NOTIFIED BEFORE
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ANY REFERENCE TO A STANDARD IN THESE PLANS SHALL BE INTERPRETED TO MEAN THE EDITION AS INDICATED ! i j NOTES:
BY THE SUBNUMBER SHOWN IN THE LIST OF STANDARDS INCLUDED IN THESE PLANS. : e —t 1) THE COST OF THE HEADWALL/WINGWALL EXTENSION
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THE CONTRACTOR SHALL BE RESPONSIBLE FOR PROTECTING UTILITY PROPERTY FROM CONSTRUCTION OPERATIONS ! el SURFRCE COURSE, TyPE B COST OF "AGGREGATE
AS OUTLINED IN ARTICLE 107.31 OF THE STANDARD SPECIFICATIONS. ; P »
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COMMITMENTS
TYPICAL HEADWALL / WINGWALL EXTENSION
12* x 5 BOX CULVERT @ STA. 13+00
3 - 18’ \ 3
EARTH SHLD. EARTH SHLD.
R.O.W. LINE OR AS
} SHOWN ON PLANS
|
A | | A
| |
» | |
VARIES 5 | |
——————— <L _— = M
R I s . | |
2 o | ] | !
& = 20 |
~ ~
~_ - | |
T T . l\
A-2 SURFACE N i 20" R PROPOSED EARTH
AGGREGATE SURFACE COURSE > g ‘
EARTH SHOULDER « 60 ";V"i K /  SHOULDER
i
EXISTING TYPICAL CROSS SECTION : N
EDGE OF AGGREGATE PAVEMENT
26’
3 10’ 10’ , ¥ NOTE: PRIVATE ENTRANCE AND MAILBOX
PRIVATE ENTRANCE DETAIL TURNOUT SHALL BE AGGREGATE
SURFACE COURSE, TYPE B 6.
L~ ¢ ROADWAY
. 2% 2% . 18" + FLARE
2 8% | 84 2 3 __ AS REQUIRED 3
&y 55 L &3 W |
N2 &
AGGREGATE SURFACE COURSE, TYPE B 8" PLAN CULVERT LENGTH
EARTH SHOULDER
PROPOSED TYPICAL CROSS SECTION SECTION A-A
= DESIGNED JML REVISED - TOTAL | SHEET
Farnsworth e GENERAL NOTES, COMMITMENTS TR SECTION COUNTY _|Siize'rs| *No:
ROUP, INC DRAWN JJO REVISED - STATE OF ILLINOIS AND MISCELLANEQOUS DEATILS 169 09-20110-02-BR LIVINGSTON 17 2
Blu:;l(i’v?gmfl'lfi:og"g7m PLOT SCALE = $SCALE$ CHECKED MSW REVISED - DEPARTMENT OF TRANSPORTATION CONTRACT NO. 87496

19/663-8435, 308/663-1671 fax

PLOT DATE = $DATE$

DATE

02/06/12

REVISED -

SCALE: |

SHEET NO. OF SHEETS I STA. TO STA.

FED. ROAD DIST. NO.

[ILLINOIS|FED. AID PROJECT

24-8649




